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MATERIAL STANDARD

EXTERNAL SHELL: ABS AS/NZS 1801

INTERNAL SHELL: EN 14052

HD Polystyrene Protection against top impacts,

HEADBAND: penetration and lateral

Soft PA Nylon headband deformation in conformity with
EN 397

SIZE Clause 5.1.1 Protection against

Universal-adjustable from top impacts

57 to 63 cm Clause 5.1.2 Protection against
penetration

WEIGHT Clause 5.2.4 lateral deformation

480 g Protection against front, rear and
side impacts in conformity with
EN 12492

TEMPERATURE OF USE Clauses 4.2.12,4.2.13,4.2.14

-10°C/ +50°C shock energy absorption capacity
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UP & DOWN SYSTEM Size adjustment system that enables a comfort fit.
2DRY Moisture-wicking fabric technology for all-day comfort.

RING TO HOOK Chinstrap loop that securely attaches helmet to a harness.

EARMUFF ADAPTER ATTACHMENT POINTS For adapters to secure earmuffs. YEASE %
ANTI-INTRUSION MESH Prevents debris from entering ventilation channels. %
VENTILATION CHANNELS 10 air intakes for helmet breathability and comfort. E
VISOR ATTACHMENT MFor securing KASK eye protection accessories. E#2E SCAN FOR 1 O ii
LAMP CLIPS 4 built-in, nylon lamp attachment points. & ; ggm_zlgl:rlE)N JEARS %



